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need 12 pcs 1110-200000 $3.60/ EA 14 OUTLET, RECEPTACLE,FEMALE, DUPLEX, STRAIGHT BLADE, 3-WIRE GROUNDINGHUBBELL 5362, 20A. 125V. AC/DC

need 6 pcs  1125-154000 $0.77 / EA 71 COVER, SURFACE, FOR4 IN. SQ.BOX, RAISED 1/2 IN., GALVANIZED STEEL, APPLETON 8371, 2-DUPLEX RECEPTACLE.

need 6 pcs 1125-032000 $0.52 / EA 153  BOX, OUTLET, GALVANIZED, STEEL CITY 52151-1/2, 4 IN. SQUARE, 1-1/2 IN. DEEP, 1/2 IN. KO

need 3 pcs 1125-024000 $10.60/EA 10 BOX, JUNCTION OR PULL, SCREW COVER, TYPE SC, GRAY FINISH W/KNOCK-OUTSSTEEL, 10 IN. X 10IN. X 4 IN.
need 3 pcs NEMA L5-30P $27.85/ EA 523 Hubbell HBL2611VBK Grainger
need 6 pcs $38.24 HEINEMANN AM1R-D3-AC07D-A-15-2 15 amp circuit breaker Newark 27C0903
120 Vac Supply

Modified wiring for 12 awg
AC Switched power Box R
15 pcs ol

22K ohm

1 Watt Resistor Enable

This resistor is required to turn off the
neon bulb during no load conditions
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Isolated — Enable

BNC T

KUHP5D51-12

Remove relay and relay socket

Remove old connector and cover hole
enlarge screw hole to install isolated BNC
reconnect wires as shown above

need 15 pcs 1435-410000 $7.99/EA 136 CONNECTOR, RECEPTACLE, BNC, BULKHEAD, FRONT MOUNTING, ISOLATED GRND,TR-5 FINISH, KINGSP/N KC-79-67,
TEFLON INSUL. COMPATABLE W/MIL-C-39012



